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PRINTING SPECIFICATION FX3LX
Printing Mathad Dirsct Thermal
Print Resolution, dots/mm (dpi) 12 dot/mm (30Gdpd)
Width, mm (inch) 80 mm (3.157)
M=, Print Area
Lnng-.h. ey (inch) S00 rram (19697
Max. Print Speed, mm/se (ips) AL sdaprer operation: 152mevisec (6 ips) Battery operation: 101 mmisec (4 ips)
Prinver Mods Continuous, Tearoff, Cutter, Partial Cutter, Dispenser, Linerless Tear-off, Lirerless Cutter

CONSUMABLES SPECIFICATION. For optimal print quality SATO recommends the use of SATO Genuine Conzumablez

Sensar Type Gap (Transmissive) and |-Mark (Reflactive)
Media Type Rell {Caminucus, Dis-cut, linerless), Fan-feld
Macka Thickness (Label and Lines} 0.14 mem [Q00557) ~ 0.19 men (0.000757)
105 men (4137} on 25 men [17] 1D Cere
Labal Rall Clamater 20 mm [354%) on 40 mm (1.5%) ID Core
Wind Direction Face-in' Face-out, Mo setting changs required
Widkh 28 men {1.107) = 85 mm (3.35")
Continuocus
Length 19 men (0.757) = 503 men (19.807)
Widkh 28 mam (1.107) ~ BS mami (3.35°)
Tear Off
Length 19 men (0.75") = 502 men (19.807)
‘Width 28 men (1.107) ~ 83 men (3.35%)
Cutter
Labsl Sze Length 19 men (0.757) ~ 508 men (19.807)
fakoni arvd Liner) - Wickh 26 men (1.107) ~ 85 men (3.35)
s panser
Length 19 men {0.75%) ~ 503 men (19.807)
Widhth 32 mwn [1.267) ~ B2 rrem (3.237)
Limsrioss
Length 20 men {0.797) ~ 500 men (19.687)
Wickh 32 men (1.267) ~ B2 mem (3.237)
Limsrlass Cuttar
Length 45 memn (1.777) = 500 mm (19.89")

USER FRIENDLY SUPPORT TOOLS

Dinplay Panel 7* TFT Full Coler touch screan LCD (480 B00)
Large Status LED Brlun! Fed

. . 47 Languages and Scalable Print Fonts
Multi Maticnal Language Support 31 Languages for LCD Menu

14 prase uiden:irrhdms msdia Imdns_paﬂs mphu:.mmt. O Lon installation, (Inniﬂg »E

Operation and cutemen videos 1 G8 space available for storing and playng customer videos with sound. (onboard speaker)

Peripheral devices Connect parpheral devices ke scannes, keypad and keybosrd dirsctly 1o the printer for data input
Remote Maintsnance SHNMP Ver. 3, HTTPs
Preventive Mairtenance S0 (SATO Online Services)

FONTS / 5YMBOLOGIES

Bitmap fonts: 10 SATO fonts, 4 POP forts

Scalable fonts: 3% fonts

Mmool Ianguago:uppm |-l]"I:l\gl..ig.lvﬁ;"l..lni.:cs-dm}J Singlo and Doubls b’u fonts

[Korsan, Chinsss, Japaneis)

Coda 39, Code 93, Code 128 CODABAR (NW.7), EAN 8/13, G5-1 Databar, G5-1 128 (UCC/ EAN 128), Interlsaved 2/5, Industrial /5,

10 Barcode JAN 8113, Matrix 2/5, M3|, Bookland, Postnet, UPCA/E,
Custormer Barcode, Postnat, USPS code

Fants Standard Forts

el 0 Barcode Axtec, PDF 417, Micro POF, Maxi Code, GS1 Data Matrix, GR Code, Micro QR Code

ol ite Symbologes EAM-B/13 Composite, UPC-AE Compaosite, G51 DataBar, (Composite, Trucated Composite, Stacked Composite, Expanded Stacked
T oF Compoute, Expanded Compoaite, Stacked Omnidirectional Composite, Limited Compositel, G51-128 Composite

INTERFACE CHARACTERISTICS

USE + LAN Model USE 2.0 (Type Al x 3, USE 2.0 (Type B}, Ethernat (IPvd/vé), NFC

Wifi: Wifi Direct IEEEB02.11 /g fnfac, Dual Band, (24GHz/ 5GHz)
Blustooth: version 4.1, MFi certfied

Languags Emulations Aune Detect, SBPL, SZFL, SDFL, SIPL, 3TCL, SEPL

Optional WLAN f Blustooth kit

OPERATING CHARACTERISTICS

Power Requrements Univarsal Auto-ranging Power Supply, 100-240 VAC +/-10%, 5060 Hz
Battery Lithium-son Smart Bamery, 144V 1950 mAh
Power Saving Fregrammable energy saving functions

WAR2 mm x D 225mm x H161mm

Standard madal *Excluding labal roll, AC adapter and other opticns

Dimensiors P
maodel with
batwry mount kit W1EZ men x D 2250 x H180mim
Standard modsl 25kq
Weighe Standard model with 10k
battery mount kit &
Noise (EMC) standards
Stanclancls & A = EMS5032, ENS5024, ENS1000-3-2 / 33, EN300 330-2/ -1, EN301 4891 / -3/ -17, FCC Part15 Subpart B, ICES 003
Esnclarcis B i gency O proim Safwty standards: ULS0950-1, CSA C22 7 Mo $0950-1, IEC/ENSDSS0-1
Wireless regulations: FCC Part15 Subpart OE, BED R5S5-Gen, ISED R55-247, EN 300 328, EN 301 893
Lakbwl (exchecing dspenser) 0~40°CF 30~B0%RH [non condensing]
Operating smironmant Label (d=penser) 0~35%CF 30~75%RH (non condensing)
Lineclass 5-35°CF 30~75%RH (nen condensing)
Storage envronment 5~&0*C, 30~90% RH Mon-condensing

MISCELLANEOUS
Compliancy P2, IKDS, Energy Star, Blustoath MFi Cenification

Version: June 2018, Rev A, Specification subject to change without notice.

OPTIONS

Cutter Kit, Partial Cutter Kit, Linedess K, WLAN / Blustooth Kit, Battery Mount Kit,
Lithiumion Battery, Battery Charger, Cradle Kit, Wall Mount K

Accessories



