
 



 

 

NOWA SERIES 
Technical Information 
 
 
 Nowa-154 Nowa-213 Nowa-266 Nowa-370 Nowa-437 Nowa-584 Nowa-1020 

Frame Color White, Gray or Black White, Gray or Black White, Gray or Black White, Gray or Black White, Gray or Black White, Gray or Black White, Gray or Black 

Product 
Dimensions 
(mm & inch) 

47.1 x 35.8 x 12mm 
1.9 x 1.4 x 0.5 in 

69.7 x 34.8 x 12mm 
2.8 x 1.4 x 0.6 in 

81.7 x 41 x 12mm 
3.2 x 1.6 x 0.6 in 

104.8 x 59.3 x 13.3mm 

4.1 x 2.3 x 0.5 in 
127.6 x 52.9 x 13.1mm 

5.0 x 2.1 x 0.5 in 
157.6 x 68.4 x 13.5mm 

6.2 x 2.7 x 0.5 in 
235.2 x 173.1 x 13mm 

9.3 x 6.8 x 0.5 in 

Weight (g) 27 g 35 g 41 g 68.5 g 70.3 128 g 312.5 g 

Active Display 
(mm & inch) 

27.6 x 27.6 mm 
1.1 x 1.1 in 

48.6 x 23.7 mm 
1.9 x 0.9 in 

60.1 x 30.7 mm 
2.4 x 1.2 in 

81.5 x 47 mm 
3.2 x1.9 in 

104.2 x 38.2 mm 
4.1 x 1.5 in 

140.7 x 46.9 mm 
5.5 x 1.8 in 

215.5 x 143.7 mm 
8.5 x 5.7 in 

Display Colors 
Black / White / Red 

Black / White / Yellow 
Black / White / Red 

Black / White / Yellow 
Black / White / Red 

Black / White / Yellow 
Black / White / Red 

Black / White / Yellow 
Black / White / Red 

Black / White / Yellow 
Black / White / Red 

Black / White / Yellow 
Black / White / Red 

Black / White / Yellow 

Resolution (pixel) 152 x 152 250 x 122 296 x 152 416 x 240 480 x 176 768 x 256 960 x 640 

DPI 140 131 125 130 117 138 113 

LED Flash RGB RGB RGB RGB RGB RGB RGB 

Multiple Pages 4 Pages 4 Pages 4 Pages 4 Pages 4 Pages 4 Pages 4 Pages 

 

Update Time 
up to 18,000 labels 

per hour 
up to 18,000 labels 

per hour 
up to 18,000 labels 

per hour 
up to 18,000 labels 

per hour 
up to 18,000 labels 

per hour 
up to 18,000 labels 

per hour 
up to 18,000 labels 

per hour 

Changeable 
Battery 

1 x 550mAh 2 x 550mAh 2 x 550mAh 3 x 550mAh 3 x 550mAh 5 x 550mAh 5 x 550mAh 

 

Battery Life 
3 Years 

(4 Updates a day) 
5 Years 

(4 Updates a day) 
5 Years 

(4 Updates a day) 
5 Years 

(4 Updates a day) 
5 Years 

(4 Updates a day) 
5 Years 

(4 Updates a day) 
5 Years 

(4 Updates a day) 

Protection Level IP50 IP50 IP50 IP50 IP50 IP50 IP50 

Certification ROHS, CE, FCC, MIC ROHS, CE, FCC, MIC ROHS, CE, FCC, MIC ROHS, CE, FCC, MIC ROHS, CE, FCC, MIC ROHS, CE, FCC, MIC ROHS, CE, FCC, MIC 

Working 
Temperature (°C) 

0°C ~ 30°C 0°C ~ 30°C 0°C ~ 30°C 0°C ~ 30°C 0°C ~ 30°C 0°C ~ 30°C 0°C ~ 30°C 

NFC Technology NFC Technology NFC Technology NFC Technology NFC Technology NFC Technology NFC Technology NFC Technology 
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